SERIES 500

TV TRANSMITTERS and
TRANSPOSERS
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Full support multi standards and frequency bands
Supported Analog TV standards are B/G, |, D/K, M
Supported Frequency bands are: Bl 47-90MHz, Blll 174-250MHz and BIV-V 470-860MHz

R.F. nominal output power: 4W to 50W
Final stages of R.F. amplifiers are in A class up to 4W and in AB class up to 50W for UHF; for VHF Bl
and Bl are in A class up to 10W and in AB class up to 50W

Broad Band R.F. Amplifiers based on LDMOS Technology
The R.F. output stages are implemented by two LDMOS transistors combined with 3dB 90° hybrid coupler,
this is applied to all R.F. amplifiers working in BI, Blll and BIV-V

Local Oscillators Synthesizer
Synthesized local oscillators offer normal offset capability.

Plung-in modules for versatility and on-site easy maintenance

Series 500 TV Transmitter is composed by several plug-in modules mounted

on a standard 3 U, 19” rack cabinet. To transform a transmitter into a transposer it's enough to
replace just the first plug-in module (IF modulator) with two plug-in modules (the transposer front-end).

All frequencies locked to a single reference

The internal Oven Controlled Xtal Oscillator reference locks the I.F. Vision carrier,

the Vision sound intercarrier frequency, the Up converter L.O. and in Transposer the down converter L.O.
external reference input is provided for higher frequency stability.

Metering and telecontrols

Monitoring and alarm functions are available on the metering digital display, parameters and telecontrols
are provided on the RS 232 serial port.

SNMP and WEB Remote Control available.

High reliability and ruggedness

The mains transformer provides safely isolated low voltage to high reliability switch mode power supplies,
the R.F. power amplifiers flanged devices are directly mounted on the convection cooled rear heat sink.
RF-overdrive, high VSWR, high HS temperature, Crow-bar are standard protections.






